
 

 

Fee computed by: __________________________________________________ Amount Due: $_______________ 

Received by: ____________________________________________________     Amount Received: $____________ 

 Cash     Credit      Check No. ____________________      Invoice No._________________ 

 

CONTRA COSTA COUNTY FIRE PROTECTION DISTRICT 

 
 
 

_____________________KIOSK                                                                      ____________________ 
F.D. Permit Number                                                                                                                                     Date 

 

 
Description of Work:  _________________________________________________________________________________________ 
 
Project Name: __________________________________________ Address: ____________________________________________  
 
Suite: ______________________ City: _______________________________________ Zip: ____________________  
 
Contractor: ________________________________________ Contractor’s License/Type #: _________________________________  
 
Address: _________________________________________ City: __________________________ State: _________ Zip: ________ 
 
Contact Person: ___________________________ Phone No. (      ):_________________ Email:_____________________________  
 
 
 

 
 
We have reviewed the proposed kiosk application and kiosk shop drawings.  Our review is to ensure compliance with the 
minimum code requirements related to fire and life safety as set forth in Section 402.6.2 of the 2022 California Building 
Code and the 2022 California Fire Code. The following requirements shall be applied to this application: 

 
 

 Kiosks shall be noncombustible construction or shall be constructed of any of the following materials: fire-
retardant-treated wood complying with Section 2303.2 of the CBC, foam plastics having a maximum heat-release 
rate not greater than 100 kilowatts, and aluminum composite material having a flame spread index of not more 
than 25 and a smoke-developed index of not more than 450. 

 

 The horizontal distance between kiosks or groupings thereof and other structures shall be a minimum of 20 feet. 
(Maintain a minimum of 10 feet clear width to a height of 8 feet on each side of the mall between projection from a 
tenant space bordering the mall and the nearest kiosk or other obstructions to egress.) 

 

 Each kiosk or similar structure or groupings thereof shall have a maximum area of 300 square feet. 
 

 Additional comments: 

_______________________________________________________________________________________

___________________________________________________________________________

___________________________________________________________________________ 

 

Our review is not to be construed as encompassing the structural integrity of the facility nor abrogating 
more restrictive requirements by other agencies having responsibility.   
 
 
 
 

(CONTINUED OVER) 
 

OFFICE USE ONLY:  DO NOT COMPLETE BELOW THIS LINE 



 

 Approved as submitted  Approved with Comments  Denied, Resubmittal Required 
 
Reviewed by: __________________________________________ Date: _____________________________ 

 
 
 

 

 

  
 
 
 
 
 

Contact the Fire District at 925-941-3300 ext. 3902 (minimum two working days’ notice required) to schedule an 
onsite inspection. No inspections will be scheduled on Fridays. 

 
 On the morning of the inspection, a confirmation telephone call made to the Fire District at  

925-941-3300 is necessary between 8:00 and 8:30 AM. Otherwise, the inspection will be cancelled. 
 
Final acceptance may be subject to field inspections and necessary tests. 
 
 
 

 

Approval does not relieve the designer / contractor from complying with all applicable fire code 

requirements, nor does it abrogate the requirements of other authorities having jurisdiction. 
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